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 P/N: ESDTM-SeriesGreen Matt Finish 2-Layer ESD Safe Rubber Table Mat

Scope of Supply

- ESD Safe Table Mat (Green Colour)

- Dual Point Grounding Cord      

- ESD Safe Wrist Strap

Part Number Size (Feet)

ESDTM-0204

ESDTM-0205

2 x 4

2 x 5

Part Number Size (Feet)

ESDTM-0206 2 x 6

Readily available sizes of this 2-Layer Rubber Mat

ESDTM-0207 2 x 7

You are welcome to contact us for custom sizes 
with maximum width of 2 feet.

Wrist Strap Dual Point 
Grounding Cord

• Elastic Polyester fabric with 
   conductive plated threads
• In-built 1 MOhm resistor 

Length of Cord: • 6 feet
Snap Button at one end and Banana • 

   Plug with Alligator clip at other end

ESD Safe Wrist Strap

• P   from rotect static sensitive devises static charge
• Both ends has snap button 

8 feets Length: (approx.)• 
• D : (approx.)iameter 2.4mm 

Copper wire with PU layer• 
in-built 1MOhm resistance• 

 P/N: IWSESD-1602  P/N: IGC-1619Grounding Cord

Dual Point Grounding Cord  P/N: IGC-1601  P/N: ESD-CGP-4HCommon Ground Point

• Designed to ground ESD Table Mat
• Provides two grounding points, 
   one for Wrist Strap  other for and
   connection to ground

One end has Snap Button and 2 • 
   Banana Jacks other end has , 
   Grounding Thimble

Length: 2 meters (approx.)• 

• Designed for use at workstations
 Provides grounding points for •

   two Wrist Straps as well for 
   Table Mat and Runners

 One end has 2 Snap Buttons and •
   2 Banana Jacks & other end has 
   Ring Terminal
• Length: 6 feet (approx.)

ESD Warning Tape  P/N: IWTESD-1614  P/N: IESDPFC-086ESD Safe Finger Cots

High quality self-adhesive ESD Warning Tape is used for 
marking the boundaries of ESD protected 
areas. It is highly visible and adheres 
very well to synthetic/concrete floors 
and can be expected to remain intact 
for several months depending on traffic. 

Attention
Observe precautions
for handling
Electrostatic 
Sensitive
Devices

• 10 ~10 ΩSurface resistivity: 
8 9

ESD Safe, powder free •

Made from 100% latex material •

Meets MIL-STD-105E for holes,  •

   tear, stains and electrostatic 

   properties

Soft, comfortable and good wear resistance •

• Excellent ESD Performance 
High temperature resistance• 
Antistatic warning signs• 
Size: 48mm width and • 

    27.5 meters length
Black legend colour with • 

   yellow background

Avoid skin allergy, prevent perspiration pollutants of the 

components to the fingertips. These are widely used in 

electronic assembly, photonics, 

medical and pharmaceutical 

manufacturing.

for working to avoid  damageESD Safe environment static charge

ESD Safe Work Bench Aids, Tools and Accessories
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ESD Safe Dispensing Bottle  P/N: ESD-DB-180

• Made up of Polyethylene  

Stainless steel one touch • 

   pump top  

Capacity: 180ml   • 

Surface resistivity: Ω• 10  ~ 10
9 10

ESD Safe Flux Bottle  P/N: EFABN-60

• Made up of Polyurethylene

 Stainless Steel Hypodermic •

   Needle 

 Capacity: 80ml •

 Surface resistivity: 10  ~ 10
9 10

• Ω

ESD Safe Soft Tip Tweezer  P/N: GCP-147 ESD Safe Soft Tip Tweezer  P/N: ESD-259

 Non-Magnetic    •

• Resistance: < 10  Ohm 
8

 Tip Material : PPS, ESD Safe•

• Length: 130 mm (approx.)

for handling fragile SMDs. Does not scratch surface 
of fragile parts and sensitive SMD ICs

for handling fragile SMDs. Does not scratch surface 
of fragile parts and sensitive SMD ICs

 Non-Magnetic    •

• Resistance: < 10  Ohm 
8

 Tip Material : PPS, ESD Safe•

• Length: 140 mm (approx.)

ESD Safe Fine Tip Straight Tweezer  P/N: ESD-14 ESD Safe Round Tip Tweezer  P/N: ESD-13

for handling small parts and SMD components 

and fine wires

• With ESD Safe coating

Super fine straight tip type• 

Material: Stainless Steel • 

Non-Magnetic• 

Length: 110mm (approx.)• 

for handling small parts and components 

• With ESD Safe coating

Round tip straight type• 

Material: Stainless Steel • 

Non-Magnetic• 

Length: 118mm (approx.)• 

ESD Safe Apron in Blue Colours  P/N: IESDA-Series

ESD S fe Aprons are made of lint-free polyester filament, which provides good static dissipation a
and superior air permeability and particle filtration. This helps the operators to be comfortable. 
These Aprons have a conductive yarn that provides low surface resistivity of between 
10 Ω ~ 10 Ω and quick static dissipation for effective control of ESD.

6 7

5mm Strip Fabric

• Durable anti static property
High color fastness and tear strength.• 
Breathable to wear.• 
Available colour: Blue and White• 
Available sizes: Medium (M) & Large (L)• 
Ordering codes:   - IESDA-1604 for Medium size• 

                              - IESDA-1605 for Large size

Website: www.indeonline.in Email: info@indeonline.in & romesh1947@gmail.comPhones: 9316134502 & 9815600745
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ESD Safe Conductive Tray

• Surface resistance: 10  ~ 10 Ω
4 6

 External : 320X230X42mm (approx.) size•
 Internal : 300X215X37mm (approx.) size•
Heat resistant upto 180°C  •

heat resistant 
upto 180°C

Many customers use in oven 
for pre-baking of electronics components

 P/N: IESDT-3203

ESD Safe Component Box

• Surface resistance: 10  ~10  
4 6

Ω
External size: 138 x 96 x 48mm  (approx.)•
Internal size 120 x 82 x 36mm  : (approx.)•

• Easy-to-use slide-in drawar types 
Very useful to store SMD Chip Components •
Horizontally and vertically stackable design  •

 P/N: IESDCB-3105

• Surface resistance: 10  ~10  Ω
4 6

 ize: 56x32x21 mm (approx.)External s•
 ize: x x  mm (approx.)Internal s 40 26 16•
 Spring loaded top cover •
 Useful to store miniature SMD Chip Components•

ESD Chip Component Box  P/N: ESD-BOX-M

 P/N: ESDT-3204I

• Surface resistance: 10  ~10  
4 6

Ω
External size:  Approx. •

  435x335x67mm
Internal s Approx. ize: •

  420x320x60mm
Very useful to store  •

  and clean static sensitive 
  devices

ESD Safe Conductive Tray

• Surface resistance: 10  ~10  Ω
4 6

 9 sections each of •
  100x100x10 mm size
 Approx. Inter  size: nal•

  300x300x10 mm
 Approx. Exter  size: nal•

  315x315x15 mm

ESD Safe Conductive Tray  P/N: ESD- -TR 9

Click here to view Video

Durable Hi-Quality ESD Safe PCB Rack 

 P/N: IPMR-805

• Surface Resistance: 10 ~10
4 6

Ω
 Heat Resistance: 80°C•
 Approximate Size: •

  355x320x563 mm  
 PCB Capacity: 50 pieces•
 PCB Size: 355 x 50~250 mm •
 Guide Slot: 3.5Dx5Wx10P mm•
 Top & Bottom Plates: Plastic•
 Easy-to-adjust Lever Mechanism•

Specifications

Hi-quality heavy 
duty Screws 
for channels

High strength 
thick wall 

metallic channel 

Hi-Quality, 
easy-to-  adjust

Lever m  echanism

easily adjustable
with 4-Levers

 P/N: PMR-804I

H Reat esistant 
upto 0°C30• Surface Resistance: 10 ~10

4 6
Ω

 Heat Resistance: 0°C30•
 Approximate Size: •

  355x320x563 mm  
 PCB Capacity: 50 pcs•
 PCB Size: •

   355 x 50~250 mm 
 Guide Slot: •

   7.53.5Dx Wx10P mm
 Adjustment via Screws•
Materials: •

   - Aluminium Side Panels 
     & Pillars
   - Steel Base Plates 
     with zinc plating

Specifications

All  PCB Magazine Rack for oven useMetallic

Website: www.indeonline.in Email: info@indeonline.in & romesh1947@gmail.comPhones: 9316134502 & 9815600745
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Click here to view Video

https://indeonline.in/videos/ESD-PCB-Rack-IPMR-805.mp4
https://indeonline.in/videos/ESD-Storage-Boxes.mp4
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ESD Safe Screwdriver Set (6pcs SL/PH )of  types   P/N: T4741SESDCK Tools Germany

- Slotted Screwdriver 3 x 75mm
- Slotted Screwdriver 3 x 100mm
- Slotted Screwdriver 5 x 135mm

- Philips Screwdriver #0 x 60mm
- Philips Screwdriver #1 x 80mm
- Philips Screwdriver #2 x 100mm

• Ergonomic tri-lobe handle design for comfort and effective delivery of torque
Fully ESD compliant for safe use on sensitive electronic components• 
Toughened alloy steel blade for exceptional strength & durability • 
Black anti-peel finish eliminates the risk of damage from flaking chrome• 
Handle injection moulded directly to blade giving the ultimate • 

    bond for increased reliability and durability

The Set contains:

C.K Tools
Germany

R

ESD Safe SMD Side Cutter (Slim - Relieved Head)  CK Tools Germany P/N: T3886

• Sharp, precision cutting edges with extra full flush cut
 Special tool steel blade, hardened for long term cutting performance•
ESD handles - dissipative 10 Ohm

8 
• 

ual component handle design for comfortable workingD• 
Smooth-action return spring for convenience during repetitive work• 
Cutting Capacity: 1.3mm dia wire• 
Length: 140mm  (approx.)• 

C.K Tools
Germany

R

ESD Safe Side Cutter (Reverse action cutting blades)  CK Tools Germany P/N: T3884

• Special reverse action cutting blades ~ for accurate cutting of DIP pins 
Micro, tapered head for greater access in confined spaces • 

• Special tool steel, blade hardened for long term cutting performance
• Black oxidized finish for corrosion resistant and anti-glare 
• Dual component handle for comfortable working

Smooth-action return spring for convenience during repetitive work• 
Cutting Capacity: 1.3mm dia copper wire• 

• ESD handles - dissipative 10 Ohm8 

Length: 132mm  (approx.)• 
• Cutting angle: 48° 

C.K Tools
Germany

R

ESD Safe Precision Wire Stripper  CK Tools Germany

For safe and damage-free stripping of fine insulated solid wires where it is critical to prevent damage from electro-static charge 
and also to avoid any cutting nick on conductor

• ESD handles - dissipative 10 Ohm
8 

• Dual component handle design for comfortable working
• Black oxidized finish for corrosion resistance 

C.K Tools
Germany

R

precise holes for
nick-free stripping

• Stripping capacity: 0.25, 0.32, 0.4, 0.5, 0.6 & 0.8mm    
  (30, 28, 26, 24, 22 & 20 AWG)

• Smooth-action return spring for repetitive work
Also has Cutting Capacity: 3.0mm dia wire• 
Precise stripping notches for nick-free stripping• 

• Stripping capacity: , 0.8, 1.0 & 1.3mm 0.4, 0.5, 0.6    
  26, 24, 22 20( , , 18 & 16 AWG)

 CK Tools Germany P/N: T3893  CK Tools Germany P/N: T3894

CK Tools Germany ESD Safe High Quality Electronics Assembly Tools

ESD
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High Quality ESD Safe Static Charge Eliminators

 P/N: 445D+446 

• Compact design for easy operation
 Rapidly neutralizes static charges•
 Built-in regulator of remnant voltage for effective ion balancing •
 Two ionizing Air Guns can be connected with Power Supply model 446 •

The 445D Ionizing Air Gun is used for removing static charge and dust of the inaccessible charged object. It will easily clean the 
parts from static charge and also will keep the same static free after that. 

Features 

Specifications

Input Voltage
Secondary Output Voltage
Power Consumption
External Air requirement
Effective Distance
Discharge Time
Standard length of Cable

: 220VAC/50Hz
: 4.0 KVAC (0 ~ -40%)
: 20 Watt
: 0.1 ~ 0.7MPa (Dry & Clean)
: within 1000mm
: 0.4S (Test Distance: 15cm)
: 3 meter (approx.)

Model 445D
Ionizing Air Gun

Model 446 
Dual Ouput High Voltage Power Supply

Ionizing Air Gun + High Voltage Power Supply

Two Ionizing Guns 
are connected with 
one Power Supply

Warranty is 12 months from the date of invoice. 
It excludes any mechanically damaged and electrically misused part.

on-site services can be provided at extra charges 
if pre-paid by customer in advance

Stainless Steel Body Static Charge Eliminator

• Compact size, portable design with adjustable angle
Adjustable fan speed generate  large range of ion streams• 

• Stainless steel housing, suitable for clean room applications

Power consumption
Output Voltage
Ion Balance
Air Volume
Effective range
Noise Level
Ozone production
Dimensions 
Weight

: 30 Watt
: 5.6 KVAC
: ±10V
: ≤2.4m /min

3

: 400 x 1500mm
: 45dB
: ≤0.03ppm (150mm from air outlet)
: 140x84x220mm (approx.)
: 2.4 Kg (approx.)

Specifications

Stainless Steel body 
for Cleanroom 
applications

P/N: ESDSET28 

• Built-in emitter cleaner 
 Rapidly neutralizes static charges•

• Stable ion balancing

• Compact size, light weight, portable design with adjustable angle
Adjustable fan speed from 0 to 9 can generate large range of ion stream• 
Fault alarm function for front windshield, fan and high pressure • 
Self-cleaning emitter function. Cleaning timer can also be set• 
Automatic ion balancing with more stability• 
Rapidly neutralizes static charges• 

: 0 Watt2
High Frequency ±2.2: KV

:  (Test distance of 300mm)±10V
: 1.2s (Test distance of 300mm)≤

4.6m /min (max.): 
3

: upto 1200mm
: 186x87x200mm (approx.)
: 1.1 Kg (approx.)

Static Charge Eliminator with digital display P/N: TED1

Power 
Switch

System
Setting

Angle 
adjusting 

Knob

Air Volume Decrease
and System Setting

Air Volume Increase
and System Setting

Specifications

Power consumption
Output Voltage
Ion Balance
Static Elimination Time
Fan Flow Rate
Effective range
Dimensions 
Weight

Test Distance

+ve Decay Time

-ve Decay Time

30cm

1.0s

1.2s

60cm

1.5s

2.0s

90cm

2.0s

3.0s

120cm

3.0s

4.0s

Approximate Static 
Elimination Time

ESD
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Checks contact 
resistance between Wrist Strap and skin

Wrist Strap Tester 

Wrist straps are the primary method to minimize the static charge on the human body. They must be 
able to drain this charge as rapidly as it is generated. For this reason it is important to test 

 wrist straps on a regular basis to ensure they are working properly. To ensure the proper 
ISM-  working of Wrist Straps, this model 498 is used to check the grounding quickly.

Scope of Supply:

• R ance Test Resist ange
Power upplyS• 
Changeover ointP• 
Dimensions (approx.)• 

  (approx.)Weight•

• Wrist Strap Tester Model 498
Power Supply: 9V Battery • 

• Grounding Wire

Specifications:

: 750K  ~ 10MΩ Ω
: 9-volt battery

10%: ±
117 0 40mm: (L) x 8 (W) x  (H)

:  rams110 g

P/N: ISM-498

Website: www.indeonline.in Email: info@indeonline.in & romesh1947@gmail.comPhones: 9316134502 & 9815600745

Continuous Wrist Strap Monitor 

Model Continuous Wrist Strap Monitor continuously s the ESD integrity of wrist strap and its ground. 495 monitor
rovides instant notification of the wrist strap or ground failure. When the production process is of It p

very high value, reliable ESD safety and ground is must for continuous monitoring at operator level.

 Input Voltage•
Working Current •

 Weight (approx.)•
 Dimensions (approx.)•

Specifications:

 Sound and light alarm•
 Portable and compact, easy to use•
Real time monitoring of Wrist Straps• 
Real time monotoring of groudning• 

:   12 VDC6 ~
: <50mA (12VDC)
: 50 g rams
: 75Lx46Wx27H mm

Ground

Wrist 
Strap

Power
Switch

Power Supply

Features:

P/N: 495  

Interpretation of Digital Display

Lr --- Test resistance is less than 300Ω (3*10 Ω)
2

Hr --- Test resistance is more than 3TΩ (3*10 Ω) 
12

X.X E XX display means X.X raise to the power 10 (10 )
xx)

Example: If display shows 9.5E10, it means 9.5*10 Ω = 95GΩ 
10

Test Results reading

Test range
Power
Resolution ratio
Precision
Condition
Size
Weight

Specifications:

:                    10  ~10 Ω 
3 12

:  9V battery
:  0.1 order of magnitude
:  ±10% 
:  0°C ~ 49°C, RH 0%–80% 
:  130(L)×72(W)×35(H)mm   (approx.)
:  about 170 g (battery included)

Surface Impedance Tester is used for measuring the surface coefficient and grounding resistance of objects, as well as the 
antistatic and insulating material.

Electrods on 
the back side

Digital display
readout

 P/N: 499DRoutine ESD Surface Resistivity Tester with Digital Display

(not mere LEDs indication as in low priced models)

Click here to view Video

bL --- It needs Battery replacement
CE --- It means Calibration Error, needs re-calibration

Warranty is 12 months from the date of invoice. 
It excludes any mechanically damaged and electrically misused part.

on-site services can be provided at extra charges 
if pre-paid by customer in advance

ESD
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Click here to view Video

Click here to view Video

https://www.youtube.com/watch?v=OE40A6Bpr0I
https://indeonline.in/videos/ISM-495-Continous-Monitor.mp4
Wrist Strap Tester ISM498


Measures static charge on ESD Floors/Table Mats/Wrist Straps/Hand Gloves/ESD Bags/other ESD items

How can you be sure your ESD Area is really ESD safe unless you measure it actually

Testing ion Balancing 
of ESD ionizers

Testing 
ESD Table Mats

Testing ESD 
Safe Hand Gloves

Testing ESD 
Packing Bags

Testing PC Screen
Static Charge 

Features 

Specifications

Scope of Supply

ion Balancing
Testing Plate

Grounding 
Line

Grounding 
Jack

Calibration 
Hole

LCD
Display

Hold/
Max Key

Static/IB 
Key

Zero Key

Power
Key

• Digital ESD Static Charge Tester   
• Testing Plate (for ion balance)   
• Grounding Line 
 9VDC Battery and User Manual•

• 4 Working Modes
 Functions: Static Field Measurement ion Balance Voltage Measurement & •
 Potential measuring modes: Instantaneous value and •

  peak value of static potential
 Easy to use, test distance adjustable•

• Pocket design, easy to carry

Non-contact Tester instantly displays static charge digitally

High End Digital ESD Static Charge Tester Model I431

coordinates +ve measurement-ve measurement

Measuring
Range

LCD 
Lighting

ion 
Balance
Testing

Unit

Test
Data

HOLD

MAX

MAX HOLD IB A ON EL
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• Power Supply
 Display•

 Static Testing Range •

 Ion Balance Test Range•
 Standard Distance needed•
 Testing Accuracy•
 Standby Current•
 Operating Current•
 Dimensions•
 Weight (approx)•

: 9V DC Battery
: LCD with simultaneous display 
  of cursor and range
: Low 0 ~ ±1.5 kV,
  High 1 ~ ±22kV 
: 0 ~ ± 220 V
: 25 mm(± 0.5mm)
: ±(10% + 1 digit)
: <3uA
: <15 mA       
: 125x70x25 mm (approx.)
: 200g

Warranty is 12 months from the date of invoice. 
It excludes any mechanically damaged and electrically misused part.

on-site services can be provided at extra charges 
if pre-paid by customer in advance

Website: www.indeonline.in Email: info@indeonline.in & romesh1947@gmail.comPhones: 9316134502 & 9815600745
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Warranty is 12 months from the date of invoice. 
It excludes any mechanically damaged and electrically misused part.

on-site services can be provided at extra charges 
if pre-paid by customer in advance

Website: www.indeonline.in Email: info@indeonline.in & romesh1947@gmail.comPhones: 9316134502 & 9815600745

Test 
Button

Jacks for
single wire Wrist Straps

Jacks for
Dual wire 
Wrist Strap

Display 
Panel

Power 
Supply

Right & Left 
Footplate

RS485 
Communication

Door Access 
Control Signal

Test Report 
Output Signal

Foot Plate

Pole

Platform

Grounding Wire
AC Coupling
Adaptor 8~12VDC

Wire Assembly
to connect Footplate

Wire Assembly
for Power Supply

This top-of-the-line Combo ESD Tester is according to GJB 3007-97, SJ/T 10694-2006 and ANSI ESD S20.20 standards. It can 
test ESD wearing status quickly and conveniently of the Wrist Straps and the ESD Footwears (feet loops, conductive footwear 
and antistatic footwear). Practical measurement range is 100k G  which is adjustable with accuracy of Ω~1 Ω  less than 10%

Features:

1  Has 2 Test Modes:

    1.1 Single Test Mode: checks the ESD status of Wrist Strap or Footwear.

    1.2 Comprehensive Test Mode: checks status of both Wrist Strap and Footwear.

2. Touch screen type LCD Display

3. Customer can connect it to Door Control System thru Access System Control 

    Signal from this ESD Tester.

4. Uses mini-current testing for stable and accurate results.

5. RS485 interface to record data for controlling and checking.

Power supply

Working Mode

Touch-Point Switching Output

Accuracy (Approximate) 

PC Interface

Dimensions  (approx)

Weight (approx) 

Specications

: AC coupling adaptor (8-12VDC)

: Stand-alone operation runs the test independently

: Voltage ≤ 400V (Max.) peak value, DC or AC)

  Switch Current maximum 100 mA, Touch-Point Resistance is about 30Ω

  Qualied and disqualied signal output in different ways

: Wrist Strap testing: ± 10%

  Footwear testing: ± 10% 

: via Rs485 Cable

: 102 mm (L) x 162 mm (W) x 30 mm (H)

: 8.9 kg

Connectors for power supply,
PC interface, control signal etc.

Top-of-the-line Combo Wrist Strap & Footwear  Tester 492Digital GNA

Tests ESD wearing status quickly and conveniently  ANSI ESD S20.20 Compliant  •

Scope of Supply

-  Combo Tester Model 492GNA
-  AC Coupling Adaptor 8~12 VDC
-  Foot Plate
-  Platform
-  Supporting Pole
-  Grounding Wire
-  Connecting Wire Assemblies
-  Connector for interfacing
-  Test Recording Paper with Clips
-  Instruction Manual

ESD
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There is no warranty for these consumable type items.
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1.  After the Tester is powered on, it enters the test state and it displays: .READY
2.  Connect the Wrist Strap to the wrist strap jack of the Tester, stand on the testing pedal and touch the test button on the 
     Tester to start the test (The center and outer ring electrodes of the button must be touched at the same time and 
     maintained until the test is completed).
3.  The status bar of the Tester displays:  after about 1 second, the status bar will display: , and the results TESTING DONE
     of the test will be displayed on the screen. 
     - If the displayed value is , it meets the test requirementsGREEN
     - If it is , it meets the requirements but it is close to the upper or lower threshold limit valueYELLOW
     - If it is , it means the value is over limit. RED
     - If the displayed value is  in white, it indicates that the touch switch is not touched properly during the test.---
4.  When the hand leaves the touch switch, the Tester status bar will display: .READY

Stand-alone Test Mode

Various types of Test Results Displays

Display after power on 
shows READY

Display during test 
shows TESTING

All ESD wearings wrist 
strap as well as foot 

wearing are OK

Wrist Strap is over limit, 
Right foot wearing is OK 
Left is close to threshold

Wrist Strap is OK
Both foot wearings are

over limit

Wrist Strap is over limit
Both foot wearings are OK

Wrist Strap and right 
foot wearing is over limit
Left foot wearing is OK

Wrist Strap and left 
foot wearing is over limit
Right foot wearing is OK

All ESD wearing wrist 
strap as well as foot 

wearing are over limit

After testing you leave 
the Test Button display 
shows READY againt

Top-of-the-line Combo Wrist Strap & Footwear  Tester 492Digital GNA

Tests ESD wearing status quickly and conveniently  ANSI ESD S20.20 Compliant  •

This Combo Tester be edcan connect  to Door Control System thru 
Access System Signal from this Tester Required connectorControl . 
is provided with this Combo Tester

Door Access System Interfacing will 
have to be done by the customers only

c Interfacing for door access will have to be done by the customers only

c Tester will only provides signal to operate the door access mechanism

Warranty is 12 months from the date of invoice. 
It excludes any mechanically damaged and electrically misused part.

on-site services can be provided at extra charges 
if pre-paid by customer in advance

ESD
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Measurement Modes

Power Supply

- Standard surface impedance test mode
ESD material and ground terminal test mode- 
IEC specified heavy hammer test mode- 

3.7V hargeable attery (standard USB)C B

- Test result displayed in digital form

Test time display, Battery display- 

While the information contained herein in, has been carefully compiled to the best of our knowledge, nothing is intended as representation and warranty on our part; and no statement shall be construed as recommendation to infringe any of existing 
patents. We accept no liability of whatsoever for any faults and errors in the information contained herein. Contents of this catalogue and specifications of the products, are subject to change without notice due to continuous improvements.

Warranty is 12 months from the date of invoice. 
It excludes any mechanically damaged and electrically misused part.

on-site services can be provided at extra charges 
if pre-paid by customer in advance

Website: www.indeonline.in Email: info@indeonline.in & romesh1947@gmail.comPhones: 9316134502 & 9815600745

reliable & caring since 1976

• Testing by putting on the surface to be 

    tested

Testing voltage switches automatically • 

Various testing modes can meet different • 

    testing requirement.

LCD display, easy to read.• 

Chargeable battery (via USB Adaptor)• 

Features:Specifications:

This kit is designed to take 
measurements in accordance 
with the test methods in:

Floors - ANSI/ESD S7.1 Resistive  • 
    Characterization Floor Materials 

Workstations - ESD-ADV53.1  • 
  ESD Protective Workstations 

• Work Surfaces - ANSI/ESD S4.1
  Worksurfaces Compliance Verification 

  ESD TR35-Resistance Measurements 

ESD Audit Test Kit ( S I  Tester) Model 499ZCHeavy Hammer type urface mpedance

This battery operated portable instrument is used for measuring Surface Resistivity of virtually any surface. In the electronics 
industry products such as packaging materials, component storage bags and trays, work bench surfaces, table and floor 
mats, conveyor belts, etc., have resistance values which need to be conformed to specific standards. Moreover, these values are 
expected to fall within specified limits. The Surface Impedance Tester plays a vital role in monitoring and checking the resistivity
characteristic of these items.

Measurement Range 10  ~ 10  Ohm
2.5 13.5

15s/30s/60s

Automatic switching
- 10 -10  Ohm 10V, 10mA max 

2.5 6

- 10 -10  Ohm 100V, 1mA max 
6 13.5

0.1 digit

LCD Display

Testing Time

Testing Voltage

Resolution

Accuracy

Dimensions 

Weight

±0.5 digit

114(L)×78(W)×69(H)mm (approx.)

5kg (Including battery) (approx.)

The surface resistivity is displayed on digital display. User can recognize the tested material whether it is conductive, dissipative 
or insulative as it covers the wide range from 10  to 10  ohms/square

2.5  13.5

Surface Resistivity, Resistance between 2 points and Surface to Ground Resistance all are conveniently measured in accordance 
with specified standards. Measurements in the conductive range i.e. upto 10  are made at 10V and all higher values at 100V. 

5

Measurements can be taken with External Probes (Hammers). A separate cord is also provided for Surface to ground 
measurements whereby the resistivity differential between any surface and any chosen ground can be determined.

Heavy Hammer 
type Electrodes

Grounding Cord

Surface
Impedance 
Tester

Start
Button

Digital LCD Display

ON/OFF
Switch

USB Port

ESD
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Model 432A Charge Plate Monitor for testing static eliminators/ionizers

measures static elimination ability and ion balancing of static eliminators/Ionizers

Charging 
Plate

4.3 inch
Touch Screen

Test Button
(START)

Power Button

Ground

Ground

This product is a precision instrument specialized in measuring 
the static elimination ability and ion balancing of static eliminators 
(such as ionizing fan, ionizing air rod, ionizing air gun, etc.).

The non-contact sensor is used to measure the real-time voltage of the charging 
plate and monitor the time when the charge on the charging plate is neutralized by ions. 
This product is manufactured according to ANSI/ESD-S20.20-2014 standards and a capacitor 
with fixed value 20±2pF) is formed through the charging plate 152mm x 152mm), insulating  (   (
column and grounding plate.

• 4.3-inch TFT touch screen, clear display, simple operation.

During the test, the voltage change curve of the charging board can be viewed in real time.• 

Functions of "PASS" judgement, result storage and result file export.• 

Functions of one-click screenshots, file deletion and export.• 

Personalized setting: users can set the working mode of the charge plate monitor according to their own needs.• 

Large-capacity rechargeable lithium battery, which can be used without external power supply.• 

Non-contact sensor, high test impedance and precision, good stability.• 

Simple structure, easy operation and convenient carrying• 

Features:

Voltage Range

Time Range

Timing Resolution

Charging Interface

Charging Input

Voltage Accuracy

Voltage Accuracy

: 0 ~ ±1000V

: 0 ~ 999s

: 0.1s

: Type-C

: DC 5V/ 2A

: ≤±10V (0~100V)

: ≤±100V (100~1000V)

Specifications:

Temperature Measurement Range

Humidity Measurement Range

Internal Storage

Display

Charging Plate

Dimensions (LxWxH)

Weight

: 0°C ~ 50°C

: 10% ~ 90% RH

: 1Gb

: 4.3’’ Touch Screen

: 152 x 152mm

: 226 x 152 x 152mm

: 1.98kg (approx.)
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11




